TRANSPORT
BULK MATERIALS & FOOD HANDLING

NON-STOP!

www.hicConveyors.com
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100% Physical Checks with Respect to Dimensions
100% Chemical Checks w.r.t. MOC
20% Random Physical Tests

HIC International Co Inc. | +91 88266 79660 | universal@hic-india.com



COST-EFFECTIVE CONVEYOR COMPONENTS MANUFACTURING:

Wear-proof EP, Nylon Rubber Belts

Multiply Textile Conveyor Belt as per IS 1891 Chevron V Cleat Belting C15 Pattern as per DIN 22102
(SHR/FR/MOR/M24/HYGIENIC, (M24/HR, V-Cleat C15
315~2500KN/m Strength, 2~8 Ply, up to 80 inch W) Profile/Rough-Top up to 1000 mm W)

Toxic-free Food Transfer PVC Belts
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PVC White Top Diamond Bottom Food Grade Belt as per BS 2890 Cleated PVC Conveyor Belt as per BS 2890

(Food Grade White, (Cleated/Smooth, Green/Black color,
1.6~6 mm Thick, up to 2800 mm W) .1.2~5 mm Thick, up to 48 inch W)

Abrasion Resistant Dust Sealing Skirting
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Skirt Board Rubber as per ASTM D412 (8~20 mm Thick, 55~65 Shore Hardness, up to 400 mm W)

Super-grip Mechanical Bolt Fasteners
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Solid Plate Conveyor Belt Fastener HAWK Staple type belt fastener Euro Elevator Bolt As
Type as per IS 10288 as per ISO 14890 per DIN 15237
(1/1.5/2/2.5/3 inch Size, 150~560 P.I.W., (RS62/125/187 Size, 17~35 KN/m, (M6x20~M12x70 Size, up to 8~66 Nm
up to 25 mm Thick Rubber Belt Joint) up to 6 mm Thick PVC Belt Joint) Torque Bucket Elevator Bolt)

Dust-proof Load Carrier Roller Idlers

Self Aligning Idler Roller as per IS 8598 Impact Roller with Rubber Rings as per CEMA-B Return Idler with Rubber Disc as per IS 8598
(89/101/114/127/139/152/159/165/195mm (114/140/165/190 mm OD, (76/89/101/114/127/139/152 mm Dia,
Dia, 20~40 mm Shaft, up to 2400 mm BW) 76/89/114/139 mm Shell, up to 96 inch BW) 20~40 mm Shaft, up to 2400 mm BW)

Balanced Material Drum Pulleys

Conveyor Drum Pulley as per IS 8531 (~2200 mm Face W, 219~1000 mm Tube, 50~125 mm Shaft, up to 80 inch BW)
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Technical Specifications download from:
www.hic-india.com

Credentials at:
www.rubber-steel-industrial-products.com

QAP at:

www.universaldelhi.org

ISO 9001 Certified Company Profile at:
www.hicrubber.com

Test Lab Abrasion Resistance Test Water and Dust Penetration Test Apparatus

RFQ at:
belts@universaldelhi.org ; universal@hic-india.com ; export@hicrubber.com

WISH YOU CONTINUOUS
CONVEYING LOAD
MOVEMENT!

Export Award Honoured in Feb 1997 @NWE@@AL
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Continuous Material Handling Conveyor
Belt, Idler, Fastener

Banda transportadora de manipulacion continua de materiales, rodillo, sujetador
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Bande transporteuse, rouleau, attache de manutention continue

Conveyor Parts Installation at:
www.hicconveyors.com

Test Certificate & 1 Year Warranty Info at:
www.hic-india.com

Product Specifications Inquiry Request Form RFQ at:
www.universaldelhi.org
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T: +91 88266 79660, 72890 45000
E: export@hicrubber.com; delhi@hicconveyors.com
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